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DESCRIPTION

COLORBOND SOUTHERLY

INTERNAL WALL AND CEILING FINISH, PREFINISHED METAL INSULATED PANEL (NEW PANELS) - COLOUR:

FLASHING

JUNCTIONS AND TERMINATIONS.

CUSTOM ORB TO MATCH EXISTING FIXED TO STRUCTURE (INCLUDE ALL INTERNAL LININGS AND INSULATION AS
PER EXISTING BUILD UP), COLOUR: SURFMIST, PROVIDE ALL ASSOCIATED COLOURMATCH FLASHINGS AT

MANUFACTURERS DETAILS

INSULATED PANEL, SIMILAR OR EQUAL TO KINGSPAN EVOLUTION PANELISED FACADE, PROFILE: AXIS, CORE
THICKNESS 80mm, R-VALUE OF 3.68, INSTALL ALL PANELS, SEALS AND FLASHINGS AS PER THE

INTERNAL WALL (EXISTING), PAINT FINISH 3 COAT SYSTEM - COLOUR: SOUTHERLY, REFER TO FFE SCHEDULE

REFER TO FFE SCHEDULE

PAINT - FACTORY PAINTED INTERIOR / EXTERIOR PAINT FOR EXPOSED STEEL FRAMING, COLOUR: BASALT,

250mm FINISH @ NEAREST RIB

0.9MM POWDERCOATED FINISHED ALUMINIUM APRON FLASHING, MIN. UPSTAND 150mm WITH MIN. COVER

EXISTING ROOF

STEEL COLUMN, REFER TO STRUCTURAL ENGINEERS DETAILS
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