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EXITING BUILDING

CEILING:
EXPOSED UNDERSIDE OF KINGSPAN ROOF EQUAL TO 
KS1000RW TRAPEZOIDAL ROOF PANEL (R-VALUE 5.73)
FINISH: PA:04

EXPOSED ROOF FRAMING / STRUCTURE 
REFER TO STRUCTURAL ENGINEER DRAWINGS FOR INFORMATION
FINISH: PA:05

FIXTURES & FITTINGS: REFER TO ENGINEERING DRAWINGS 
FOR INFORMATION
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EXPOSED ROOF FRAMING / STRUCTURE 
REFER TO STRUCTURAL ENGINEER 
DRAWINGS FOR INFORMATION
FINISH: PA:05

CB:04

CB:04

600
FIRE RATED STEEL ZONE

7035

CEILING NOTES
1. ALL SETOUT TO BE CONFIRMED ON SITE.
2. REFER TO DRAWING A700 FOR WET AREA REFLECTED CEILING PLAN
3. SYMBOL LEGEND - REFER TO ENGINEERING DRAWINGS FOR 

RESPECTIVE EQUIPMENT, FIXTURE LEGENDS & NOTES. INDICATED 
ON RCP FOR COORDINATION ONLY.

4. REFER TO SERVICES DOCUMENTATION FOR DETAILS OF LOCATION, 
SIZE AND QUANTITY OF ANY SERVICES.

5. ALL GRILLES, SHADOW ANGLES AND OTHER TRIMS ARE TO BE 
PREFINISHED TO MATCH CELING COLOUR

6. FORM ALL NEW OPENINGS AND SUPPORTS FOR MECHANICAL AND 
ELECTRICAL FITTINGS AND ACCESS PANELS AS REQUIRED (REFER 
TO RELEVANT DRAWINGS)

7. ACCESS PANEL QUANTITIES AND LOCATIONS TO BE COORDINATED 
WITH SERVICES DOCUMENTATION AND CONFIRMED BY SUB 
CONTRACTOR WITH COORDINATED SHOP DRAWINGS.

8. CONTRACTOR TO ENSURE CEILING FRAMING IS ADEQUATE TO 
SUPPORT IMPOSED ADDITIONAL LOADS OF EQUIPMENT AND 
FIXTURES AND CERTIFIED BY A STRUCTURAL ENGINEER.

9. CONTROL JOINTS IN FLUSHED PLASTERBOARD ARE TO BE IN 
ACCORDANCE WITH THE MANUFACTURER'S RECOMMENDATIONS.

LEGEND
WALL ON GRID T - 2 HOUR FIRE RATING ZONE TO ALL STRUCTURAL STEEL, 
BRACING, CLEATS AND BRACKETS. EQUAL TO OR APPROVED SIMILAR, 
PROFINISH FIRE PROTECTION PROMAT CAFCO 300 VERMICULITE. INSTALL AS 
PER MANUFACTURERS RECOMMENDATIONS AND MINIMISE OVERSPRAY.

STRUCTURE/WALL/ROOF ZONE FROM GRID T TO MINIMUM DISTANCE PAST GRID 
S - 2 HOUR FIRE RATING ZONE TO ALL STRUCTURAL STEEL, BRACING, CLEATS 
AND BRACKETS (DOES NOT INCLUDE GIRTS AND PURLINS). EQUAL TO OR 
APPROVED SIMILAR, PROFINISH FIRE PROTECTION PROMAT CAFCO 300 
VERMICULITE. INSTALL AS PER MANUFACTURERS RECOMMENDATIONS AND 
MINIMISE OVERSPRAY.
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SCALE— 1 : 100
REFLECTED CEILING PLAN - EXTENSION1
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KEYNOTES
CODE DESCRIPTION

CB:04 INTERNAL WALL AND CEILING FINISH, PREFINISHED METAL
INSULATED PANEL (NEW PANELS) -  COLOUR: COLORBOND
SOUTHERLY

L01 CUSTOM ORB TO MATCH EXISTING FIXED TO STRUCTURE (INCLUDE
ALL INTERNAL LININGS AND INSULATION AS PER EXISTING BUILD
UP), COLOUR: SURFMIST, PROVIDE ALL ASSOCIATED
COLOURMATCH FLASHINGS AT JUNCTIONS AND TERMINATIONS.

PA:05 PAINT - FACTORY PAINTED INTERIOR / EXTERIOR PAINT FOR
EXPOSED STEEL FRAMING, COLOUR: BASALT, REFER TO FFE
SCHEDULE
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